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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

Thi s broadscope section covers tenporary utilities,
safety systens, construction traffic provisions, and
construction signage.
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PART 1 GENERAL
1.1 SUMVARY

Requi renents of this Section apply to, and are a conponent of, each section
of the specifications.

1.2 REFERENCES
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NOTE: The foll owi ng references should not be
manual |y edited except to add new references.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication.
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The publications listed below forma part of this section to the extent
ref erenced:

U. S. FEDERAL AVI ATI ON ADM NI STRATI ON ( FAA)

FAA AC 70/ 7460-1 (Rev H, Change 1 - 2) Cbstruction Marking
and Lighting

1.3 SUBM TTALS
Not Used

PART 2 PRODUCTS
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2.

1  CONSTRUCTION SI GN
Contractor shall provide a construction identification sign

Sign shall conprise a face sheet of 4- by 8-foot 1200 by 2400 nillineter
exterior grade plywood, 1/2-inch 13 mllineter thick, nounted on a
substantial franme of treated |lunber. Frane and sign shall be given one
coat of lead-free alkyd prinmer paint and two coats of an exterior type
whi te enanel .

.2 CONSTRUCTI ON DETAI LS

Lettering and further details of construction shall be in accordance with
t he draw ngs.

PART 3 EXECUTI ON

3.
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NOTE: Del ete inapplicable paragraphs, selecting
desired options for electricity, water, gas, heating
and ventilating, sanitary, and fire protection
facilities.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

1 TEVMPCRARY UTI LI TI ES

Contractor shall provide tenporary utilities required for construction
Materials nmay be new or used, shall be adequate for the required usage,
shal |l not create unsafe conditions, and shall not violate applicable codes
and st andards.

Contractor shall provide a minimumof 2 aviation red or high intensity
white obstruction lights on tenporary structures (including cranes) over
100 feet 30 neter above ground level. Light construction and installation
shall conmply with FAA AC 70/7460-1. Lights shall be operational during
peri ods of reduced visibility, darkness, and as directed by the Contracting
Oficer.

1.1 El ectricity

Contractor shall provide connections, sized to provide service required for
power and |ighting. Feeder and branch wiring with area distribution boxes
shall be located so that power is avail able throughout the project site by
use of power cords. [120/240] [and] [480] electrical volt feeder service
is available. Lighting shall be provided by the Contractor. Electricity

used will [not] be furnished by the Governnment. [ Maxi mum power supplied by
the Governnment will be | 1.1

. 1.2 Wt er

Contractor shall nake connections to existing facilities to provide water
for construction purposes. Water used will [not] be furnished by the

Gover nrent .
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3.

1.3 Tel ephone Service

Contractor shall provide tel ephone service. Contractor shall pay costs of
servi ce.

. 1.4 Sanitary Facilities

[Contractor shall provide tenporary sanitary facilities and shall service,
clean, and maintain these facilities and encl osures. Tenporary facilities
shal |l be renoved fromthe site at the conpletion of the work.]

[Contractor may use existing sanitary facilities during the construction
peri od. ]

.1.5 Fire Protection

Contractor shall provide tenporary fire protection equipnent for the
protection of personnel and property during construction. Debris and
flammabl e materials shall be renoved [daily] [weekly] [rmonthly] to mnimze
potential hazards.

.2 SIGNS

2.1 Construction Sign

Wthin 30 days after notice to proceed, the Contractor shall install the
construction identification sign at the |location designated by the
Contracting O ficer.

. 2.2 O her Signs and Advertisenents

Only signs necessary to expedite deliveries, maintain traffic flow, pronote
safety (e.g. caution, danger, blasting, hardhat area), and prevent
interference with Governnment operations shall be erected.

.3 TRAFFI C PROVI SI ONS

.3.1 Mai nt enance of Traffic

Contractor shall conduct his operations in a manner that will not close any
t horoughfare or interfere in any way with traffic on railways or highways
except with witten perm ssion of the Contracting Officer. Contractor may
nove oversized and sl ow noving vehicles to the worksite provided

requi renents of the highway authority have been net.

Wirk shall be conducted so as to minimze obstruction of traffic, and
traffic shall be maintained on at least half of the roadway width at al
tinmes. Approval shall be obtained fromthe Contracting Oficer prior to
starting any activity that will obstruct traffic.

Contractor shall provide, erect, and maintain, at his own expense, |ights,
barriers, signals, passageways, detours, etc., that nay be required.
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3.3.2 Rush Hour Restrictions

Contractor shall not interfere with the peak traffic flows preceding and
during normal operations for | ] without notification to and approval
by the Contracting O ficer.

3.3.3 Dust Contr ol

Contractor's dust control nethods and procedures shall be approved by the

Contracting O ficer. Dust abatement on access roads shall be treated with
applications of calciumchloride, water sprinklers, or simlar nethods or

treat nent.

3.4  TEMPORARY STRUCTURES
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NOTE: |Insert center regulatory docunent nunber and
tinme period conpliance.
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Contractor-owned or -leased trailers shall be identified by Government
assi gned nunmbers. Required nunber shall be furnished by the Governnent.
Si ze and | ocation of the number shall conmply with | ]. Contractor
shal |l apply the nunber to the trailer within [14] | ] days of
notification, or sooner, if directed by the Governnent.

3.5 PROTECTI ON OF EXI STI NG SYSTEMB
3.5.1  Uility

Connection to existing utilities, identified on the drawings to the
Contractor, shall be protected from danage during construction activity.

3.5.2 Saf ety

Contractor shall protect the integrity of any installed safety systens or
personnel safety devices.

If entrance into systens serving safety devices is required, the Contractor
shall obtain prior approval fromthe Contracting Officer. If it is
tenporarily necessary to renobve or disable personnel safety devices in
order to acconplish contract requirenents, the Contractor shall provide
alternative neans of protection prior to renoving or disabling any
permanently installed safety devices or equi pnent and shall obtain prior
approval fromthe Contracting Oficer

3.6 DRAI NAGE AND ERCSI ON CONTROL
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NOTE: Enter agency address regul ati ng stornmater
managenent, sedi nent and erosion control. Nunber of
copi es of the construction schedul e are dependent
upon the regul atory agency requirenents.
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CGoverni ng agency address is [ ].

Contractor shall submt | ] copy of the proposed construction plan
addr essi ng erosion, sedinment and drai nage control to | ] and to the
CGovernment. Agency's witten approval shall be obtained and submitted to
the Contracting Oficer prior to conmmencenment of work.

-- End of Section --
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